INSIDE/OUTSIDE 
MODEL DTC1 THERMOMETER & CLOCK 
OPERATING INSTRUCTIONS 



FEATURES: 



• Extra LARGE digital display for easy viewing, even from across the room. 

• Weatherproof OUT side temperature sensor can be placed in almost any 
environment. Extra long 10' remote cable included. 

• Attractive Hi- Tech look. Stand it on a desk or mount on a wall (or dashboard) 
with Velcro strip provided. 

• Electronic quartz accuracy. 

• 5 year limited warranty 



SPECIFICATIONS: 



Temperature Range: -58to+158F 



Accuracy: 
Battery: 
Type: 
Life: 

Temperature sensor: 

Inside: 

Outside: 

Display: 



± 1.8 F 
1.5 V 

Eveready 357, Maxell LR44 or equiv. 
Approx. 1 year. 

Thermister, behind front panel. 

Thermister, in weatherproof, adhesive backed housing. Cable 
length: 10 ft. 

High contrast LCD, W high. 
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OPERATION: 



General: 

1. Remove Battery Door. Install battery flat (+) side up. Replace door. 

2. To mount on wall or dashboard: Remove tape from Velcro strip. Apply strip to back 
of case, above Battery Door. 

3. To mount Outside Temperature Sensor: Run cable under, or behind, door or 
window. Check to make sure cable is not cut when door or window is shut. Remove 
tape from SENSOR and apply to a clean, dry, smooth surface. 

Thermometer: 

1 . Set IN/OUT switch to IN to display temperature at the panel of the DTC 1 

2. Set IN/OUT switch to OUT to display temperature at the Outside sensor. NOTE: 
the Outside sensor is sealed in a weatherproof housing. It will respond less quickly 
to temperature changes than the Inside sensor. 



3. When mounting Outside sensor outside a vehicle: Tape or wire it in place away from 
the air stream (which can cause an error in reading) and away from exhaust pipe of 
manifold. 

Clock: 

TO SET CLOCK: (switches on back of case): 

1. Set slide switch to CLOCK position. 

2. Press the HR switch and hold for 2 seconds. Hold switch down to advance numbers 
rapidly. Press switch once to advance numbers once. 

3. In similar fashion, set minutes by pressing MIN switch. 

4. Move slide switch to TEMP position. 
TO READ TIME: 

Press CLOCK bar on front panel to display the time of day. 



5 Year Limited Warranty : Any instrument that proves to be defective in material or 
workmanship within five years of original purchase will be repaired or replaced without 
charge upon receipt of the unit prepaid at the address listed below. This warranty does 
not cover damage in shipment or failure caused by tampering, obvious carelessness or 
abuse. 
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